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THIS 1S UNEVALUATED INFORMATION

EXPANSION OF USSR OPEN-PIT MINING

CHEREMKHOVO DEPOSIT SUITABLE FOR OPEN-PIT MINING -- Ugol', Nov 52

Directives of the 19th Party Congress regarding the Fifth Five-Year Plan
point to the necessity of increasing the capacities of existing enterprises
by reconstructing them, intensifying production, and improving technological

processes.

In this connection, serious attention snould be paid to working

wines in the Cheremkhovo deposit by the spen-pit methed.

Mining and geological conditions of the deposit permit working a consider-
able purt of the coal reserves within the fields of existing mines by the open-
pit method since the Blavnyy coal seam lies in a horizontal position, is up to
8 meters. thick, and is covered by en overburden varying in thickness from
5-60 meters.

The use of modern heavy equipment creates the real possibility of extend-
ing widely the open-pit method and of increasing the actual capacity cof coal

enterprises.

In this vay, labor productivity can be increased four times, produc-

tion costs reduced two to 2.5 times, inadmissably high losses of coal eliminated,

and danger of underground fires avoided.

In addition to this, the requirements

for mine tiwmbers drop considerably and greater work safety is assured.

Theie are two coal seams in the Cheremkhovo deposit: the Malyy (the upper
one), and the Glavnyy (the lower one), which are separated by interlayers of
rock, made up of argiilite or, less often, of sandstone and clays.

The Glavnyy seam 15 the chief one, ewbracing almost the entire deposit and
consisting of a great number or layers of coal alternating wlth rock layers

vhich make up 25-27 percent of the scam.

The Malyy seam lies in the form of seporate lenses above the Glavnyy seam.
Tt varies in thickness from 0.05-2.5 meters with an average of C.65 meter. The
layer between the coal seams 18 one to 3.8 meters thick.
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The rocks cover.ng the conl senms are quaternary clays, argillaceous soils,
sandstones of aversge hardness, and argillites.

Y

N The area is slightly hilly with sloping valleys and gullies between the B v,*"ir
hills. Cd
A . b

At present, the Cheremkhovo deposit is worked both by underground and open- ir'e

pit methods and the latter method results in the better tecbnical and economic Pﬁ
indexes, &8 is shown in the following table: ' 8

Mining Method

Underground Open-Pit
Cost per ton of coal mined, percent 100 59.9
Lapor productivity for exploitation, 100 187.6
percent ’
Losses in working entire seam by pres-
ent wmethods, percent 27.3 k.7

Experimental cpen-pit minii,; in specific fields of operating wines was al-
ready begun in 1948 but operations at that time were not very effective because
of the inmdequate capacity of the excavators. Only in 1949, after the receipt
of medium-sized excavators at the Mine imeni Kirov of the Kirovugol' Trust,
was the working of a part of the mine field organized on an industrial scale
by the open-pit method. Now there are open-pit sections in Mine No 3 of the
Kirovugol' Trust and Mine No 8 of the Cheremkhovugol' Trust. During the first
half of 1952, these sections mined 140,700 tons of coal by the open-pit method.

The labor -roductivity of workers in the open-pit sections is 56 percent
higher and the costs per ton of coal are 35 percent lower than in tne under-
ground operations of these mines. In the first bhalf of 1952, more than 2 mil-
lion rubles vere saved after the change from underground to open-pit mining.
The exploitational losses of coal were reduced to 3.1 percent as against
22.8 percent in the underground sections.

Experiments have shownthatitis effi:ient and economically advantageous to
mine coal by the open-pit method when the overburden is up to 45 meters thick
if the auwount of overburden to be removed does not exceed 6 cubic meters per
ton of coal.

The thickness of the overburden in active wines in Cheremkhovo mine fields
is as follows: It 28 up to 15 meters deep over 22.h4 percent of the coal re-
serves, 15-30 meters over 23.1 percent, 30-45 meters over 6.6 percent, and
L5 meters over 47.9 percent. An examination of the distribution of coal reserves
in active mine fields which takes inte conaideration the thickness of the over-
burden indica*es that nearly TO percent of the mine fields can be converted
to & mixed method of mining with S6-60 percent of all cosl reserves in these
mines extracted by the open-pit method.

Slight thickness of overburden and considerable reserves of coal ir sec-
tions suitsble ror open-pit mining creste conditions for organizing open-pit
mining on & large scale with the use of heavy equipment. Under the conditions
prevailing in the Cherermkhovo deposit, removal operstions can be carried out
without the use of railrcad transport with the help of heavy excavators such
as the EGL-15, ESh-10/75, SE-5 and ESh-4/40. For mining operetions, excavators

- wmade by the Uralmash Flant with a bucket capscity of 3 cubic meters and wath
lengthened werking equipment for top loading may be used. -- M. M. Sokolovskiy
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VAKHRUSHRVUGOL' TRUST WEAVY EXCAVATTON EQITTPMENT -~ Ugol', Dec 52 b

Specific conditlons in the Vakhrushevugol' Trust open pits, in purticuler
the great thickness of the coul seam and overburden, favor the use of a combi-
nation method of mining in which heavy excavation equipment is used to move
waste rock into the worked-out area of the pits and the pit railroad system is
simplified by a decrease in the number of transport levels. [ pparently rail-
road _}ransport is 8till ueed fcr removal of overburden to dumps outside the
pits,

. The most favorable units of the trust for the use of heavy excavation
equipment are open pits No 1, 2, and 3 where there is a working front of 2,200~
2,700 metere. The best technical and economic inderes are achieved here by
the combined efforts of the EGL-10 pover shovel and the ESh-lO/"{S or ESh-lh/"{S
draglines.

The working front of the power shovel is divided into two parts, a develchp-
ment cection and an extraction section. It should carry out its operations ir
the overburden-removal section 5-10 days more quickly than the time allotted
for the extraction of reserves in the extraction section.

The EGL-15 power shovel available to the pits can be used efficlently on
u 2,000-meter working fromt. The section where it is assigned to operate
should be the point where the seam dips farthest from the surface in pit No l
and, i{n part, in plts No 2 and 3. In connection with the EGL~15 power shovel,
it is expedient to use one heavy ESh~10/75 or ESh-14/75 dragline or one or two
ESk-l draglines.

If an EGL-15 power shovel is used in a seam 26 meters thick, it can re-
move 11,000 cubic meters of 14,000 tons per day. An EGL-10 power shovel can

remove 8,500 cubic meters or 11,000 tons per day. =-- V. V. Rzhevskiy,
B. A, Simkin

~-END -

-3 -

e Approved.For Release 2002/08/06 : CIA-RDP80- 00809A000700210065 2 .




